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PROJECT NO. RS—1588(106)

SIGNING FOfR ROAD CLOSURE (STRUC. NO. 001-3027 and 001-3028)

[R5 SioN R11—3 SIGN R11-3 SIGN
S tap. 74” T i /’f%%%i%
28,
N I L\ ) L Ly |

R11-3 SIGN

ROAD CLOSED
33 36 3 32 2% Ml. AHEAD
35 Z 33 7] 35 \L_
kil

31 0 22 34
A
R11-3 SIGN 7 S Sl eLeruiLE

5

7
Y
8

N—

ROAD CLOSED s N\
1

6 MI. AHEAD 7 }/ 3 /) \
e e S |
S 0, \1\, ? R (( . R 2
~/ 7] ’ A\ T / "

- ! 0 e 2t [ "\__STANDARD BLR 21 '
STANDARD BLR 21 /_/ 2
STANDARD BLR 21 CONDITION I
CONDITION | CONDITION 1

SIGNING FOR ROAD CLOSURE (STRUC. NO. 001-3027 ONLY)
RI1—3 SIGN RIT—3 SIGN
ROAD CLOSED ROAD CLOSED
2 Mi. AHEAD v( 1 Mi. AHEAD

2

D) AN i N N4 |

A SN $ 9,

i
\ "/ =T R11-3 SIGN
/AK\] }} Q ROAD GLCSED
36 32 X
L 33 3t 3 35
7 32 34 b 34
* AR o\ s

R11-3 SIGN
ROAD CLOSED
1

: (
& MI. AHEAD 5 7 Se— 4 v 3 2 \
i ) R AN
_ / Y 7 k n \/"‘\’ ? 8 (( N -
17 \\ /‘7 \jS/r\ )€ 4 7 \ ’ /W/ "

i i ‘ S KELLERVILLE
{

- 7 4 / ! ™ ir L _£ T
STANDARD BLR 21 ___/ STANDARD BLR 21
CONDITION 1 CONDITION 1l
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ADAMS |FAS 1588| 05-00190--00-BR |3 OF 38

GENERAL NOTES, TYPICAL SECTIONS

TRAFFIC CONTROL — ROAD CLOSURE

EXISTING TYPICAL CROSS SECTION

LOCATION #1 ~ STA. 339+50 TO STA. 334+00
LOCATION #2 — STA. 405+00 TO STA. 410+00
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PROPOSED TYPICAL CROSS SECTION

LOCATION #1 — STA. 339+50

TO STA. 334+00

LOCATION #2 — STA, 405+00 TO STA. 410+00
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GENERAL NOTES

1. WHERE SECTION OR SUBSECTION MONUMENTS ARE ENCOUNTERED,
THE ENGINEER SHALL BE NOTIFIED BEFORE SUCH MONUMENTS ARE
MOVED. THE CONTRACTOR SHALL PROTECT AND CAREFULLY
PRESERVE ALL PROPERTY MARKS AND MONUMENTS UNTIL THE OWNER
OR AN AUTHORIZED SURVEYOR OR AGENT HAS WITNESSED OR
OTHERWISE REFERENCED THEIR LOCATION.

2. PAVEMENT MARKINGS SHALL BE DONE BY THE ADAMS COUNTY
HIGHWAY DEPARTMENT UPON COMPLETION.

3. THE UTILITY LOCATIONS NOTED ON THE PLANS ARE APPROXIMATE
AND FOR REFERENCE ONLY. THE CONTRACTOR SHALL BE RESPONSIBLE
FOR VERIFYING THE ACTUAL LOCATION OF THE UTILITY.

4. THE SHOULDER AND SLOPE GRADING SHOWN ON THE CROSS SECTIONS
IS FOR REFERENCE ONLY. FINAL GRADING AND SHAPING OF THE SHOULDERS
AND SLOPES TO BE DONE BY THE ADAMS COUNTY HIGHWAY DEPARTMENT.

BITUMINOUS CONCRETE MIXTURE REQUIREMENTS

ITEM AGGREGATE ASPHALT | ALLOWABLE | VOIDS
COMPOSITION GRADE RAP
SURFACE, SUPERPAVE. [[=9.5 MIX "C"_| PG 64-22 5% 4.0% @ N50
APPLICATION RATES

BITUMINOUS MATERIALS (PRIME COAT)
BITUMINOUS CONCRETE MATERIALS

0.05~0.25 GAL./SQ.YD.
1124/5Q.YD. PER 1" THICK
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